
Nominal Impedance 8Ω

Sensitivity dB @ 2.83V/1M 88 dB

Frequency Response 82 Hz - 22 hKz

Recommended Power 5 - 60 Watts

Tweeter N/A

Midrange N/A

Woofer 3” (76.2 mm) Polypropylene w/ NBR Surround

Enclosure Material ABS Baffle

Inputs Screw Terminals

Grille
White & Almond Powder-Coated Aluminum (Fits Standard Dual Gang 
Box)

Dimensions 4.125” (104.8 mm) H x 3.5” ( (88.9 mm) W

Mounting Depth 1.875” (47.6 mm)

Weight 1.5 lbs

Shipping Weight 4 lbs

Optional Accessories N/A

Regulatory - CE Approved

RoHS Approved

Description
The CI-MM3-II is a raw frame 3-inch in-wall speaker 
that fits into a standard dual-gang box or mud ring.

Features
•	 One 3 inch full-range polypropylene driver with 

butyl rubber surround
•	 Limited Lifetime Warranty
•	 Absolute Phase Crossover Network
•	 Auto-Reset Overload Protection
•	 Weatherized for indoor/outdoor use
•	 Powder-coated aluminum grilles in white and 

almond

Applications
Engineered for home theater or distributed audio 
applications where high-efficiency, added bass 
response and rapid installation are critical. The 
CI-MM3-II is ideal for any setting where full-range 
intelligibility and installation ease is paramount, such 
as kitchens, foyers, bathrooms, hallways and patio/
pool areas.

Warranty Information
The CI-MM3-II comes with a limited lifetime warranty. 
Products not sold through an authorized dealer/
distributor will not be supported by the factory warranty. 
Warranties are non-transferable.

PhaseTech®

13720 W. 109th St.
Lenexa, KS 66215
Phone: 913.663.5600
Fax: 913.663.3200
Toll Free: 855.663.5600
www.mseaudio.com

CI-MM3-II PRODUCT SPECIFICATIONS

CI-MM3-II
3” Compact Full-Range In-Wall


