
Nominal Impedance 8Ω

Sensitivity dB @ 2.83V/1M 90 dB

Frequency Response (±3/10 dB)1 45 Hz - 20 kHz

Recommended Power 10 - 150 Watts

Tweeter (2) 1” (25.4 mm) Soft Dome w/ Level Adjustment

Midrange N/A

Woofer 6.5” (165.1 mm) Woven Glass Fiber w NBR Surround

Enclosure Type Infinite Baffle

Inputs Gold-Plated Push Terminals

Grille
White Powder-Coated Galvanized Steel Magnetic Micro-Flange 
(paintable)

Dimensions 12.57” (319.3 mm) H x 7.375” (187.3 mm) W

Cutout Dimensions 11.375” (288.9 mm) H x 7.375” (187.3 mm) W

Mounting Depth 3.5” (88.9 mm)

Weight 5.5 lbs

Shipping Weight 6.5 lbs

Optional Accessories Pre-Construction Bracket (RB-23)

Regulatory - CE Approved

RoHS Approved

Description
The CI-SURRX is a 6.5” 2-way in-wall surround 
speaker which delivers high-end performance for 
home theater or distributed audio applications.

The 1” soft dome tweeters allow high frequencies 
to be directed to the listener in situations where 
placement is less than optimal. These dual angled 
tweeters ensure optimal coverage for left or right 
surround positions.

A +/- 3dB switch is also included to increase or 
decrease the tweeter’s output as needed.

A magnetic micro-flange grille is included in the box, 
paintable and resistant to rust and corrosion.

Features
•	 Limited lifetime warranty
•	 Absolute Phase crossover network
•	 Auto-reset overload protection
•	 Offset tweeter design
•	 Magnetic micro-flange grilles

Applications
Engineered for home theater or distributed audio 
applications indoors or out (as long as it is not 
exposed to direct heavy weather). The CI-SURRX pairs 
with the entire Premier Collection line.

Warranty Information
The CI-SURRX comes with a limited lifetime warranty. 
Products not sold through an authorized dealer/
distributor will not be supported by the factory warranty. 
Warranties are non-transferable.
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CI-SURRX PRODUCT SPECIFICATIONS

CI-SURRX
6.5” 2-Way In-Wall Surround (Switchable Bipole/Dipole & Stereo/Mono) w/ Micro-Flange Grille


