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The CS professional series from Phase Technology redefines what to expect in an entry-
level speaker, offering the looks and performance of premium-priced solutions without 
the cost.

In-wall, in-ceiling, dual channel single point stereo, and even angled speakers; there is a 
CS model for almost any application.

The CS line incorporates features such as polypropylene cones with butyl rubber 
surrounds, swiveling dome tweeters, true high-pass/low-pass crossovers, high-quality 
metal binding posts, and micro-flange, paintable magnetic grilles.

Phase Technology’s CS line delivers high-end performance at entry-level prices, and 
looks good doing it.

The CS Series

CS-6R CS-6R DVT CS-8R CS-6R Point CS6-IW

Description 6.5” Coax 6.5” Dual VC 8” Coax 6.5” Coax 6.5” Dual VC

Impedance 8Ω 8Ω 8Ω 8Ω 8Ω

Tweeter .75” Soft Dome .75” Soft Dome .75” Soft Dome .75” Soft Dome .75” Soft Dome

Woofer 6.5” Polypropylene 6.5” Polypropylene 8” Polypropylene 6.5” Polypropylene 6.5” Polypropylene

Power 5 - 100 Watts 5 - 100 Watts 5 - 120 Watts 5 - 100 Watts 5 - 100 Watts

Frequency
Response

50 Hz - 20 kHz 50 Hz - 20 kHz 42 Hz - 20 kHz 50 Hz - 20 kHz 50 Hz - 20 kHz

Dimensions 9.1”Dia 3.75”D 9.1” Dia 3.25”D 10.6”Dia 3.8”D 9.3”Dia 4.8”D 12.4”H 8.5”W 3.4”D

Weight 2 lbs. 2.5 lbs. 4.75 lbs. 3 lbs. 3.5 lbs.


