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Designed for Performance,
Built in the USA.



The IPD-CM62-BGM-II-US is a high-performance, 
American-made coaxial in-ceiling speaker designed for 
efficiency and clear audio. It features a polypropylene 
driver, silk dome tweeter, and a tuned steel backcan for 
optimal sound. Installation is quick and secure with a 
fixed-wing mounting system, full-metal tile bridge, and 
optional pre-construction bracket. A six-position tap switch 
allows flexible voltage compatibility.

IPD-CM62-BGM-II-US

• Incorporates a steel flangeless 
magnetic grille for lasting durability 
and seamless aesthetic

• BroadBeam Ring™ technology for 
mid-range clarity and ultra wide off 
axis performance

• Easy-access six-position tap 
switch for 25/70.7/100 V and 
transformer bypass settings allows 
for easy ordering, stocking and 
installation

System Type
6.5” coaxial, in-ceiling, ported,

Dante™/ AES67-eneabled network speaker 

Frequency Response ( ±3 dB) 3 50 Hz - 20 kHz

Frequency Response ( ±10 dB) 3 50 Hz - 22 Hz

Max. Power SPL @ 1 M 2 101 dB

Coverage Angle (±6 dB @ 2 kHz) 114°

Coverage Angle (±6 dB @ 10 kHz) 102°

Coverage Angle (Averaged 2-10 kHz) 91°

Directivity Factor (Q) 5.9 (Averaged 100 Hz-10 kHz | 8 (kHz)

Directivity index (DI) 4.9 (Averaged 100 Hz-10 kHz) | 6.3 dB (2 kHz)

Transducer:  Low-Frequency Driver
165 mm (6.5”) polyproylene cone,
rubber surround

Transducer: High-Frequency Driver 25.4 mm (1”0 silk dome tweeter
Low  Frequency Voice Coil 25.4 mm | 1.0”

Crossover Frequency 4 kHz
 Network Type: Low Pass 12 dB per octave, 2nd order
Network Type: High Pass 12 dB per octave, 2nd order
Enclosure Material Drawn steel backcan with ABS ba�e
Grille Powder-coated Planted steele, magnetic
Inputs RJ45 Ethernet port
Backcan Diameter 245.6 mm | 9.67”
Backcan Height 146.1 | 5.75”
Visible Diameter 298.5 mm | 11.75”
Visible Height 8.6 mm | 0.34”
Mounting Hole Diameter 266.7 mm | 10.5”

IPD-CM62-BGM-II-US  PRODUCT SPECIFICATIONS

Min-Max Ceiling Thickness 0.9 mm | 0.035” - 63.5 mm | 2.5”
Weight 3.6 kg | 8 lbs
Packaging One per box
Included Accessories Tile bridge, UL-listed �ex conduit clamp

Optional Accessories Pre-construction bracket (AC-CMEZ-6/8-PCB)

IP-Rating IPX3

Certi�cations UL 60065, UL 2043, CE, RoHS, ETL-c/US


