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Premier Lux Power Lux
Nearly 70 years of audio engineering expertise is 
epitomized in the launch of SoundTube’s PhaseTech 
Power Lux DSP subwoofers. Using DSP to control the 
ampli� er and driver, these subwoofers create a new 
standard for low frequency output and max SPL.
Enclosed in either a sealed or ported design, each fea-
turing a 10” or 12” long-throw mica-graphite poly cone 
with NBR Surround, these auditory powerhouses are 
equipped with a dedicated app (iOS and Android com-
patible) which is used to control level, phase, EQ, high/
low pass crossovers, signal sensing auto turn on/off, 
and user-generated presets for audio personalization. 

Premier Lux audiophile speakers come in an array of 
con� gurations: bookshelf, center channel, surround, and 
tower. These speakers come equipped with one or more 
patented 6.5-inch tri-laminate Kevlar RPF® glass � ber 
� at-piston woofer, and 28 mm high-performance soft 
dome tweeter(s), delivering a sonic landscape as vast 
and varied as an orchestra’s repertoire. The � at plane 
surface of the woofer coupled with our Absolute Phase™

crossovers ampli� es vertical and horizontal dispersion 
patterns, introducing remarkable placement � exibility 
and a sweet spot that’s as wide as a concert hall.
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Ingenious. By Design.
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PhaseTech Power Lux

PhaseTech Premier Lux

6.5” Bookshelf Speaker
Nominal Impedance:  4Ω

Sensitivity:  87 dB

Freq. Response (±3dB): 38 Hz-22 kHz

Recommended Power:  10 - 150 W

Height:  13.5”

Width (at front):  9”

Width (at back):  5.75”

Depth (at top):  8.25”

Depth (at base):  10.5”

Weight:  18 lbs.

10” Sealed DSP Subwoofer
Freq. Response (±3dB): 23 Hz-300 Hz

Ampli� er Power:  900 W Peak

Max SPL: 105dB SPL RMS/ 
             116dB SPL Peak

Filtering:  300 Hz LFE; 40 Hz - 200 Hz 

 LPF; 40 Hz - 200 Hz Line-Out HPF

Inputs: (2) Stereo RCA, (2) Stereo XLR

Outputs: (2) Stereo RCA, 

 (2) Stereo XLR outputs

Height:  12.5”

Width:  12.5”

Depth:  13.875”

Weight:  37 lbs.

12” Sealed DSP Subwoofer
Freq. Response (±3dB): 19 Hz-300 Hz

Ampli� er Power:  900 W Peak

Max SPL: 108dB SPL RMS/ 
             119dB SPL Peak

Filtering:  300 Hz LFE; 40 Hz - 200 Hz  

 LPF; 40 Hz - 200 Hz Line-Out HPF

Inputs: (2) Stereo RCA, (2) Stereo XLR

Outputs: (2) Stereo RCA, 

 (2) Stereo XLR outputs

Height:  15”

Width:  14.5”

Depth:  16.625”

Weight:  47 lbs.

10” Ported DSP Subwoofer
Freq. Response (±3dB): 19 Hz-300 Hz

Ampli� er Power:  900 W Peak

Max SPL: 107dB SPL RMS/ 
             118dB SPL Peak

Filtering:  300 Hz LFE; 40 Hz - 200 Hz  

 LPF; 40 Hz - 200 Hz Line-Out HPF

Inputs: (2) Stereo RCA, (2) Stereo XLR

Outputs:  2) Stereo RCA, 

 (2) Stereo XLR outputs

Height:  16.5”

Width:  14.5”

Depth:  17.375”

Weight:  46 lbs.

12” Ported DSP Subwoofer
Freq. Response (±3dB): 17 Hz-300 Hz

Ampli� er Power:  900 W Peak

Max SPL: 110dB SPL RMS/ 
             121dB SPL Peak

Filtering:  300 Hz LFE; 40 Hz - 200 Hz  

 LPF; 40 Hz - 200 Hz Line-Out HPF

Inputs: (2) Stereo RCA, (2) Stereo XLR

Outputs: (2) Stereo RCA, 

 (2) Stereo XLR outputs

Height:  18”

Width:  16”

Depth:  18.875”

Weight:  59 lbs.

PL350

6.5” Center-Channel Speaker
Nominal Impedance:  4Ω

Sensitivity:  89 dB

Freq. Response (±3dB): 32 Hz-22 kHz

Recommended Power:  20 - 250 W

Height (at front):  7.75”

Height (at back):  6”

Width:  18.8”

Depth:  12”

Weight:  32 lbs.

PL950

6.5” Tower Speaker
Nominal Impedance:  4Ω

Sensitivity:  89 dB

Freq. Response (±3dB): 28 Hz-22 kHz

Recommended Power:  20 - 450 W

Height:  45”

Width (at front):  10.8”

Width (at back):  7”

Depth (at top):  8.85”

Depth (at base):  12”

Weight:  66 lbs.

PL150s

6.5” Surround Speaker
Nominal Impedance:  4Ω

Sensitivity:  87 dB

Freq. Response (±3dB): 80 Hz-22 Hz

Recommended Power:  10 - 150 W

Height:  13.25”

Width (at front):  8”

Width (at back):  9.5”

Depth:  4.5”

Weight:  14 lbs.

Custom colors also available.

Textured black cabinet. Custom colors available.


