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E N T E R T A I N M E N T

Ingenious. By Design.

The SoundTube Entertainment e |t has a fixed resistance of 4Q), 8Q),
MCA10004t multichannel amplifier is 16Q), and fixed voltage of 70V, 100V.
Dante™ enabled, at 4 ohms, this e Standard 19-inch chassis design with

amplifier offers 1000W respectively per 2 height of 2RU

channel. The included software, STNet ® Wide Voltage Operation: 110-

MCA Control, provides the user with 240VAC

complete control over the amplifier. The ¢ Adjustable input sensitivity options:
DSP features include functions such as 2dBu/6dBu/12dBu, set through PC

compressor, limiter, noise gate, software or LCD screen.
parametric equalization, matrix router, ® The amplifier will automatically
delay, and more! calculate the connected speaker’s
Impedance
Output Power Stereo/Matrix@16Qx4: 350Wx4

Stereo/Matrix@8Qx4: 700Wx4
Stereo/Matrix@4Qx4: 1000Wx4

Bridged @16Qx2: 1000Wx2

Bridged @8Qx2: 2000Wx2

Fixed Voltage 70V@6.1Q: 800Wx4

Bridge Fixed Voltage 100V@6.6Q: 1500Wx2

Inputs Input Sensitivity Euroblock balanced / unbalanced, DANTE, AES3 digital audio
Input Resistance 2dBu/6Bu/12dBu

Frequency Response (@1W power) 20kQ balanced

Cooling Method 20Hz-20KHz £1dB

Max Power Consumption (all channels driven, pink noise input) |Fan cooling

1/8 Power Consumption 1380W

Weight 1140W

THD+ N(@ 1/8 power) 23.3Ibs (10.6Kg)

SNR (A-weighted) <0.05%

Damping Coefficient (@ 1KHz) >96dB

Insolution (@ 1KHz) >200@ 8 ohms

Protection Method >95dB

Indicator Light Over-current protection, DC protection, Short-circuit protection
Power Supply Power, Protection, Distortion

~110V 50Hz ~110V 60Hz
~120V 50Hz ~120V 60Hz
~220V 50Hz ~220V 60Hz
~230V 50Hz ~230V 60Hz
~240V 50Hz ~240V 60Hz

Dimensions 19"x 16.63"x3.47" (484x422.5x88mm)




