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ON-WALL SPEAKERS

Please read the following instructions carefully before installing your Induction Dynamics®  on-wall speakers. If you have any 

questions regarding installation that are not answered in the following directions, please contact your local sound contractor or 

the Induction Dynamics®/MSE Audio® technical support team. Contact information can be found on the back of the manual.

General Information

Your speakers and amplifier come in a high quality finish that is both attractive and durable. To clean, use a soft, damp cloth. Do 

not use a strong or abrasive cleaner. The grille is covered in acoustic cloth. To keep your grille clear of debris, we recommend 

you use a lint roller (like you would use on clothes).

Use of bass or loudness contour controls is not recommended. Induction Dynamics’ subwoofers produce very low frequencies 

without these controls. Use of these controls will make the bass sound “boomy” and obscure higher frequencies. 

Speaker location: The on-wall speakers should be mounted to wall studs (or appropriate hardware to handle the weight of the 

speaker) and should be placed in accordance with the speaker’s application (mains, surrounds, or stereo speakers).

The height of the speaker should be determined by locating the tweeter near ear level. The tweeter reproduces high-frequency 

audio, which our ears perceive as most directional, so we are most attuned to their placement and level. As you make your 

decision, consider whether people will be standing or sitting in the listening area. The speakers may be mounted upside down 

(tweeter nearest floor) to achieve the proper tweeter level with the look of a higher mounted speaker.

Speaker Wiring: Use approved wire designed for in-wall or exposed use, as appropriate for your installation. For the on-walls, 

we recommend using high-quality speaker wire that is 12 gauge or lower, with easily visible polarity coding to make your 

connections. The following chart identifies minimum gauge requirements for various lengths. See your local dealer or installation 

contractor for more information.

Length in Feet

Up to 18’

Up to 29’

Up to 51’

AWG Size & Stranding

14 Gauge (19/27)

12 Gauge (65/30)

10 Gauge (105/30)

Wire Length / Minimum Gauge
Requirements

Installing the Speaker on the Wall

The on-walls are shipped with the mounting bracket preassembled to the back of the cabinet. Mount the matching bracket 

to the wall directly into the studs if possible. If the location requires installation into drywall, make sure the drywall anchors are 

rated for at least double the weight of the speaker. Stick the four (4) rubber pads on the back of the cabinet or wall and slide the 

speaker over the wall mounted bracket so the two brackets slide into one another.

Connecting to an Amplifier

1. Be sure the amplifier is turned off to avoid damage to the speakers.

2. Connect the speaker wires to the speaker outputs on your amplifier. Observe proper polarity (red to red and black to black).

3. Make sure each speaker is connected to the correct amplifier output (e.g. left front loudspeaker to left front output).

Warranty

All Induction Dynamics® products come with a limited ten (10) year warranty and a limited three (3) year warranty comes on all 

electronics. Products not purchased through MSE Audio or an authorized reseller may not be supported by a factory warranty. 

Should your Induction Dynamics product require service, please call the MSE Audio customer service department for a return 

authorization. All merchandise returned to MSE Audio without prior authorization will be refused. For your return authorization 

number, please call 855.663.5600 or email returns@mseaudio.com.

This warranty may be registered online at www.mseaudio.com/product-registration/ or by calling the number on the back. 

Please write the serial number along with the name and address of the retailer from whom you purchased the amplifier(s). This 

may be done at the time of purchase or before requesting repair service under this warranty.  

Limits and Exclusions: There are no warranties except as mentioned above. Neither Induction Dynamics®, Inc. nor anyone else 

who has been involved in the creation, production, or sale of this product shall be liable for any direct, indirect, consequential 

or accidental damages arising out of the use or inability to use this product, or arising out of breach of this warranty. Induction 

Dynamics®, Inc. makes no other warranties, express or implied, including without limitation warranties of merchantability or 

fitness for a particular purpose. There are no warranties that extend beyond the description on the face hereof.



Induction Dynamics® by MSE Audio® |  10661 Rene St.  |  Lenexa, KS 66215

913-663-5600 or 855-663-5600  |  www.inductiondynamics.com
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