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Performance 
Series



   PS1090i PS1290i

Description
10” 2-Way Passive 
Loudspeaker

12” 2-Way Passive 
Loudspeaker

Impedance 8 Ω 8 Ω

Low-Frequency Driver 10” High-Efficiency Woofer 12” High-Efficiency Woofer

High-Frequency Driver
1.3” Voice Coil Titanium
Compression Driver

1.3” Voice Coil Titanium 
Compression Driver

Sensitivity 93 dB 94 dB

Max. Continuous Power 300 W 300 W

Freq. Response (±10 dB) 50 Hz - 22 kHz 44 Hz - 22 kHz

Weight 40 lbs 45 lbs

Inputs
4-Pin, 5.08 mm Euroblock 
for Individual or Daisy-Chain 
Connection

4-Pin, 5.08 mm Euroblock 
for Individual or Daisy-Chain 
Connection

TAA Compliant (Trade America) Yes Yes

BAA Compliant (Buy America) Yes Yes

The SoundTube Entertainment Performance 
Series are high-output, passive 8 ohm 

speakers with high-efficiency, 10-inch or 
12-inch woofers and advanced compression 

drivers with a 90x90° horn flare to deliver 
pristine highs and robust bass. With 300 W of 
continuous (600 W peak) power handling and 

93/94 dB sensitivity, the speakers are equipped 
for the most demanding live or installed 

applications. The PS1090i and PS1290i models 
are designed for foreground and background 

applications in nightclubs, live venues, houses 
of worship, or any space that requires powerful 
installed or portable sound. The Performance 
Series speakers blend high performance with 

exceptional versatility.


