Driver Installation

Instructions



1. Remove the bottom plate by
unscrewing the screws and
removing the old silicone. This
has to be done carefully or the
plate will break.

2. Remove the screws from the
driver. After the screws are
removed a scrapper will be
required to pry off the old driver,
because of the silicone attaching
it to the cabinet.




3. Using the scraper remove all
excess silicone and the
remainder of the gasket off of
the cabinet.

4. Clean the inside of the
cabinet for best results.




5. Prepare the driver to be
installed. Place silicone
between the gasket and
speaker. Than place silicone
around the top edge of the
driver (all the way around).

6. After the silicone is applied
take your finger and rub the
silicone all the way around to
make it even and smooth.




7. Place the driver in the
cabinet and press down firmly
(make sure the holes for the
screws are lined up with the
holes in the cabinet).

8. Insert the screws into the
holes in the driver and drill
them into the previous holes in
the cabinet.

9. Once the screws are
inserted, make sure that the
driver is connected tightly.

10. With a damp rag rub along
the edges of the driver to
remove the excess silicone.




11. Remove the old silicone
from the bottom plate. This
can be done by using a
scrapper.

12. Tie a knot in the wire
connected to the driver.




13. Place the speaker wire
through the hole in the bottom
plate.

14. Attach a good amount of
silicone to the knot on the
speaker wire (this will help to
keep any water out).




15. Place silicone around the
base of the cabinet where the
plate connects.

16. Now pull the wire through
the hole towards you, while
you attach the plate to the
cabinet.




17. Push the bottom plate
securely into place.

18. Screw the bottom plate back
onto the cabinet.

19. Place silicone around the
edge of the bottom plate to seal
up any openings.

20. Use your finger and rub
around the entire edge to blend
and remove any excess silicone.




21. After everything is placed
back together, place the rock
right side up.

22. Remove any excess
silicone from the holes in the
grill.

You are all done!




