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VLS70-LCR/ VLS100-LCR

Description

Impedance

Frequency
Response (+ 3 dB)

Frequency
Response (- 10 dB)

Recommended Power

Tweeter

Woofer

Bass Radiators
Enclosure Material
Enclosure Type
Inputs

Grille

Color Options
Dimensions

Width

Weight

Included Accessories

Sensitivity dB @2.83V/1M

VLS70-LCR fits TVs from 60” to 70”
VLS100-LCR fits TVs from 75" to 100”

80

90 dB

120 Hz - 20 kHz

80 kHz - 20 kHz

15-100 Watts

.75” (19.1 mm) Silk/Synthetic Soft Dome

(2) 3" (76.2 mm) Ultra-Long Throw Polypropylene
w/ NBR Surround

(2) 8” (76.2 mm) Ultra-Long Throw Polypropylene
w/ NBR Surround

Black Extruded Aluminum
Passive Radiator
Euroblock Connector
Cloth

Black, custom colors available

6.75” (171.5 mm) H x 54-94” (1372-2388 mm) W
x 2.88” (73.0 mm) D

54" to 66” (VLS70-LCR), 67” to 94” (VLS100-LCR)

22 Ibs / 9.98 kg (VLS70-LCR), 24 Ibs / 10.89 kg
(VLS100-LCR)

Wall Mount

ver 10.02.25

3-Channel 2-Way Variable Length Soundbar

These made-to-order 3-way acoustically superb
sound bars are specially crafted to serve as left,
center, and right speakers using three separate
speakers in a complete surround system while
aesthetically matching the video display width
and color. Both the speaker and matching grille
are customized to the specific television model
provided by the ordering integrator. The VLS
sound bar easily mounts to TV bracket or directly
to the wall.

For an optimal sound experience, Phaselech

recommends pairing them with the P3-35
3-Channel Amplifier.
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